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§101.309 Requirement that licensees
respond to official communications.

All licensees in these services are re-
quired to respond to official commu-
nications from the Commission with
reasonable dispatch and according to
the tenor of such communications.
Failure to do so will be given appro-
priate consideration in connection with
any subsequent applications which the
offending party may file and may re-
sult in the designation of such applica-
tions for hearing, or in appropriate
cases, the institution of proceedings
looking to the modification or revoca-
tion of the pertinent authorizations.

§101.311 Equal employment opportu-
nities.

Equal opportunities in employment
must be afforded by all common carrier
licensees and all Local Multipoint Dis-
tribution Service and 24 GHz Service li-
censees in accordance with the provi-
sions of §21.307 of this chapter.

[65 FR 59359, Oct. 5, 2000]
Subpart F [Reserved]

Subpart G—24 GHz Service and
Digital Electronic Message Service

§101.501 Eligibility.

See §101.147(n) for licensing of DEMS
facilities in the 10.6 GHz band. Applica-
tions for new facilities using the 18
GHz band are no longer being accepted.
Any entity, other than one precluded
by §101.7, is eligible for authorization
to provide 24 GHz Service under this
subpart.

[656 FR 59359, Oct. 5, 2000]

§101.503 Digital Electronic Message
Service Nodal Stations.

10.6 GHz DEMS Nodal Stations may
be authorized only as a part of an inte-
grated communication system wherein
10.6 GHz DEMS User Stations associ-
ated therewith also are licensed to the
10.6 GHz DEMS Nodal Station licensee.
Applications for 10.6 GHz DEMS Nodal
Station licenses should specify the
maximum number of 10.6 GHz DEMS
User Stations to be served by that
nodal station. Any increase in that

§101.509

number must be applied for pursuant
to §1.913 of this chapter.

[65 FR 59359, Oct. 5, 2000]

§101.505 Frequencies.

Frequencies, and the conditions on
which they are available, for DEMS op-
erations are contained in this subpart
as well as in §101.147(m), (n), and (r)(9).

[656 FR 59359, Oct. 5, 2000]

§101.507 Frequency stability.

The frequency stability in the 10,550—
10,680 MHz band must be +0.0001% for
each DEMS Nodal Station transmitter
and +0.0003% for each DEMS User Sta-
tion transmitter. The frequency sta-
bility in the 24,250-25,250 MHz bands
must be +0.001% for each Nodal Station
transmitter and +0.003% for each User
Station transmitter.

[68 FR 4961, Jan. 31, 2003]

§101.509 Interference protection cri-
teria.

(a) As a condition for use of fre-
quencies in this service each licensee is
required to:

(1) Engineer the system to be reason-
ably compatible with adjacent and co-
channel operations in the same or adja-
cent areas on all frequencies; and

(2) Cooperate fully and in good faith
to resolve whatever potential inter-
ference and transmission security prob-
lems may be present in adjacent and
co-channel operations.

(b) All harmful interference to other
users of co-channel and adjacent chan-
nel use in the same or adjacent geo-
graphical area are prohibited. In areas
where Economic Areas are in close
proximity, careful consideration
should be given to minimum power re-
quirements and to the location, height,
and radiation pattern of the transmit-
ting and receiving antennas. Licensees
are expected to cooperate fully in at-
tempting to resolve problems of poten-
tial interference before bringing the
matter to the attention of the Commis-
sion.

(c) Licensee shall coordinate their fa-
cilities whenever the facilities have op-
tical line-of-sight into other licensees’
areas or are within the same geo-
graphic area. Licensees are encouraged
to develop operational agreements with

693



		Superintendent of Documents
	2014-01-15T01:36:57-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




